
 

 

 

 
 

SPRING LOCK WASHER VSKV 
SPRING LOCK WASHER VSKV (PREMOUNTING ON SCREWS) 
 

 

size d1 d2 (max.) s (mm) b (mm) h (mm) 

M 4 3,60 – 3,75 6,95 0,70 – 0,90 1,40 – 1,60 1,20 – 1,40 

M 5 4,55 – 4,75 8,55 0,90 – 1,10 1,70 – 1,90 1,50 – 1,70 

M 6 5,55 – 5,70 11,00 1,20 – 1,40 2,35 – 2,65 2,00 – 2,20 

M 8 7,40 – 7,65 13,95 1,50 – 1,70 2,85 – 3,15 2,45 – 2,75 

M 10 9,30 – 9,55 16,95 1,70 – 1,90 3,30 – 3,70 2,85 – 3,15 

M 12 11,00 – 11,30 19,70 1,95 – 2,25 3,80 – 4,20 3,35 – 3,65 

 

Application range: premounting on screw and washer assemblies 
Material: Spring steel hardened 420 – 510 HV 10 greased. 
 
Spring Lock Washers VSKV are based on Deutsche Bahnnorm BN208012-T6 / Siemens-Norm SN60727 
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Vossloh Verbindungselemente – Königsberger Strasse 30 – 58840 Plettenberg – Germany  

Telefon: 0049 (0) 2391 2626 - Fax 0049 (0) 2391 3026  

 eMail: sales@vossloh.info - internet: http://www.vossloh.info 


